“Infinite satisfaction!”
History

Obtained a special-construction-company license in the geological field
Aug, 1978 | (SN, Earthworks, Seoul 01-103, S.N. Boring and Grouting Works, Seoul 14-30)

Introduced construction technology in a special underground structure between Pumyang and

Oct, 1983 Scletanche Bachy, and established the joint-venture company Soletanche Pumyang

[ts equipment and maintenance parts manufacture became independent,
under Korean-French Machinery Manufacturing Co, Ltd

Aug. 1990
Jul, 1992 Purchased KFMM and moved to its site in Cheonan, Chungcheongnam-dod

Registered as a foreign construction business
(SN, Earthworks-5, SN, Boring and Grouting Works-2)

Jul, 1994 |
QOct. 1994 |

Jun. 1995 | The Busan branch became independent (Pumyang Soletanche)
|

The main office was moved to its present location

. 1997 | Obtained ISO9001 (No.QSC70819)

Obtained a license to undertake reinforced concrete works
{S.N. Yongsan 97-10-3)

L1997
.2000
Feb, 2004

M§y2004

Obtained an engineering license(No, 10-938)

Pumyang Soletanche was merged into Soletanche-Pumyang

Obtained a license to undertake scaffolding works (SN, Busan DongRae 2003-07-02)
Changed certificate authority 1303001
Jul, 20_06_ | (No. AJAGE/10639)

Sep. 2007 | Ended its partnership with Soletanche Bachy and changed its name to Pumyang E&C Co,, Lid,

| Patent registration of underground wall earth retaining structure by prestressed steel pipe and
Nov, 2007 | excavation construction method of having used this (Registration No; 10-0776964)

Patent registration of The bottom structure of a storm storage tank
Feb 2008 | (Registration No, 10-081691)

Aug, 2008 | Opened Singapore Branch (No: FO7251W)

Obtained a license to undertake Water Supply & Sewerage works
Aug. 2009 | (SN, Yong San 09-11-01)

Aug, 2009 Obtained a license to undertake Paving works (S N, Yong San 09-14-02)

Registered as a foreign construction business
(SN, Scaffolding Works-No, 157, S.N_ Water Supply & Sewerage Works-No 224,
Jan. 2010 | SN, Reinforced Concrete Works-No 415, SN, Paving Works-No,109)

Obtained a license to undertake Construction Business in Singapore
Building and Construction Authority
Aug 2011 Unigue Entity Number/ACRA Registration Number: TOBFC72518

PUMYANG MONGOL Co , Ltd, established in MONGOLIA
National Registration Number: 9019064081
Jan, 2012 | Corporation Registration Number:5559618

Obtained a license to undertake plastring work, masonry work, waterproof work
Jul, 2012 | {S.N, Yongsan 2012-03-01)

Patent registration of the direction controlling implement with the vibration cut off in the charge
hole to obstruct propagation of blasting vibration, and the biasting method using that
Apr. 2014 | implement (Registration No. 10-1392158)

Jul, 2015 |  Pumyang Myanmar Co,, Litd established in Myanmar




Within view or out of view, our efforts in order to achieve

the customer's Aream is to g0 infinite

“customer satisfaction!”
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| Contents

PP S(Prestressed Pipe Strut) Method !

» Summary of PPS Construction Method

» Main Resources of PPS, and Performance Comparison according to
ldentical Slenderness Ratio

» Mechanical Property of Structural Steel according to Steel Grade

» Allowable Load according to Buckling Length of PPS

» Test Report of Adjustable Jack of the End Part of PPS / Patent
Accreditation

» Manufacture of PPS

» Installation of PPS

» PPS Dismantling

» Prestress Load Control

» Comparison of PPS with H-Strut Method (typical)

» Comparison of PPS with H-Strut Method (The result from the review of
alternative design)

PPS Method Track Record

1, EBS Digital Integration Company office Building new construction work

2. Woomyun Samsung R&D-Center new construction work

3. Incheon International Airport Second passenger Terminal link railway

4. Gwangyang, E-Pyeonhan Sesang

5, Sungsu-dong, Woori bank call center

6, Jamsil I PARK new construction work

7. Yeongdeungpo Officetel new construction work

8. Seokchon-dong, Bulgwangsa Jungchangbulsa new construction work

9. Sangam Doosan We' ve centium new construction work

10, Pusan Yonghoman complex facility new construction work

11, International Temple stay new construction work

12, Wirye New city IS central tower new construction work

13, North Port Bridge private capital project (MP2, MP3)

14, Algeria Oman fertilizer plant project - INTAKE

15, Algeria Oman fertilizer plant project - OUTFALL

16, Pyeongtaek integrated combined cycle second level Sea water Lifting
Pump (SLP)

10




)
3
w
()
<
s
=
2
o

T

=
t
&
g
[sa)
[e%]
c
S
2
3
[e}
(%]
g
o

=)
=
A
[}
=
o
o
Q
a
£
4
o
~~
<t
(@

P.P.S (Prestressed Pipe Strut) Method

» Summary of PPS(Prestressed Pipe Strut) Construction Method

Prestressed Pipe Strut (hereinafter PPS) method, different from general STRUT method that uses H-Beam, does use

Circular Tube Columns with High-Strength Steel (more than @ 800), and it's a construction method that increases the
stiffness of cross section, This method can reduce considerable amount of POST PILE use owing to the increased per-
formance of buckling resistance, Having secured wide vertical/horizontal placement spaces, this is the method which
has a superior level of safety structurally, also it is economic method for making quality management easy, reducing the
construction duration of inside earthwork and main structure,

» Main Resources of PPS, and Performance Comparison according to Identical Slenderness Ratio

Cross-section Unit Weiaht Geometrical Modulus Slendemess it Sz Allowable Bearing
Classification Steel Grade Area & moment of inertia  of Section Ratio P Capactty per Steel Pipe
cm’ kg/m cm’ cm’ L m tonf
H-300x300x10x15 SM400 1198 94 204x10° 136x10 60 45 176
2 800mm, t=12mm STKT590 297 1 233 231x10° 577x10 60 16,5 566.7
2 1000mm, t=14mm STKTS90 4337 340 527x10° 105x10° 60 205 8441

» Mechanical Property of Structural Steel according to Steel Grade (design criteria of Road bridge)

) . - . ’ Allowable Tension /
Yield Point or Resisting Force( kgf/mm* ) Tensile Strength .
Steel Grade G S e Remarks
Thk, 16mm Substandard kgf/mm® kgf/mm*
SM400 25~ 41 ~52 14 General Structural Steel

STKT570 47 ~ 58 ~73 26 High Strength Steel




» Allowable Load according to Buckling Length of PPS

o Buckling
Classification Length (m) 15 |16 | 17 | 18 | 19| 20 | 21 | 22 | 23 | 24 | 25 | 26 | 27 | 28 | 29 | 30
H-300x300x10x15 . .
SM 400 Long Span Construction Incongruity
800 - 12t Allowable
Load | 625 585 545 505 455 410 370 325 285 245 205 165 130 95 55 20
STKT 590 (ton)
91000 - 14t
STKT 590 11051060 1115 971 925|879 833 788 743 682 630 581 533 486 441 396
91000, 14t \_ 1105
1100 STKT 590 AN 1060
U119 L,
o as
- o a9
O 833
788
743
g ™ { N 630
3 2800, 12t "\ 625
g STKT500 [ O\ Qs
o | 545 Q533
> NY N
% 500 AN y”
- NG 396
Q U |®)
® )\\oz
2 28
§ 300 A2 5
= 206
> ~ H-300x300x10x15 N s
210 15O SM 400 N
144
100
! G‘Q — NG ‘\\E 2
o %:%g:hg 0 )
0 3 |
-50
0 5 10 20 % 30

@ Minimum service function of POST PILE compared
to H-strut Spread Beam Method

15
Buckling Length (m)

® Maximize function between vertical and horizontal

level according to a large allowable Strength

) Test Report of Adjustable Jack of the End Part of PPS ) Patent Accreditation

LeaMes T 14-047807
PR
OHEH: HHN
OF & HEREA FEF HERE 464
O 2| 201,04, 22
O NEEE 20140428

o
4, AEGHME 85 BEE2)
4,00 B @ PP EOIETE BRI N0
5. AN
(1) 28 muwe

man ErETh \MJ
W Haw 7477 ErANE asw Vﬂ

W13 - 1 % @R SELN BAE A @ ASRCE URE BEEM BE REN OF BEE SRR BaEUT
7 % NEME BX. £F. B3 ¥ 40SEE L8N + B20. BE AMH

BSRGUENIMMBE TR

S

LR

| -.'_._:.

CERTIFICATE OF PATENT

FiLB 00,048,
10-0810691 TN M 200400 .
TITLE OF THE.

The tottom structure of @ storm storage tank

1t is reported in the registration page.

Kang iy Joon
3-303, Begmang-dong, Tongsss—gu. Seoul, Kores
THIS 15 TO CERTIFY THAT THE PATENT 15

REGISTERED ON THE REGISTER OF THE HOREAN
INTELLECTUAL  PROPERTY  OFFICE.

2015.08.30,
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P.P.S (Prestressed Pipe Strut) Method

» Manufacture of PPS

A Material inspection A Crude Steel Production A Installation of PLATE A Sanding and Painting
of steel col of Steel Pipe and Cutting of the End Part of Steel Pipe

A Earth Retaining Wall A Installation of Wale and A PPS Installation (Placing of A Prestress Loading
Construction Backfil PPS and Connection)

» PPS Dismantling

=1 AT T 1) : =
A Construction of Building A Removal of Pressure from A PPS Dismantling A PPS Dismantling

SLAB in the Basement Prestressed Load Jack (Transportation and Salvage)




» Prestress Load Control

v Minimum Prestress Load for Control of Bending Compressive Stress generated according to

Self-Load of Steel Pipe
Wz

Fectielengh 10 12 14 16 18 20 22 24 26 28 30

3 4 6 7 9 12 14 17 20 23 26

15 22 29 38 49 60 73 86 101 118 135

MomentOcoured 4 g g 41 14 17 21 24 29 33 38

Classification ~ ~ -5 i e
Moment Occurred
P800 h971 o33 5770 N
12t Minimal Prestress Load
ton
01000 4337 340 10500 O
14t Minimal Prestress Load

ton

18 26 34 45 57 | 70 85 101 119 138 158

*The above Prestress load should be applied to fit into the field situation with minimal applied pressure in order not to generate the
bending tensile force according to self-Hoad at the beginning of installation,

AMulti-rod Type Prestressed Load Jack

A Adjustable Jack of Length of the End Part

PW-75 Hydraulic Pump

Maximum Pump Weight ~ Numberof  Cross-section Tensile Load
Pressure (kgf/cm2)  (kg) Cylinder (ea) Area (cm2) (tonf)

4 4154 290
1000 300 8 5817 580
12 12462 870

Multi-rod Type Prestressed Load Jack

Dimension of Outward Form (mm)  Hydraulic Jack ~ Alowable Bearing

Classification Capacity (tonf)

Widh  Vertical
boumalirgt) Length Length (ea)

4 600

PPS - PRJ 1000 1000 = 340~490
6 900

Adjustable Jack of Length of the End Part

H Under Loading Test  Number of ntalation - Alowable Bearing
(mm) Loading (tonf)  Test Resuits (ea) Capacity (tonf)
30 4 930
180 245 All serene
330 6 1470
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P.P.S (Prestressed Pipe Strut) Method

» Comparison of PPS with H-Strut Method (typical)

Classification General STRUR method PPS Method
- | » /
oy
]
Q
o
%
w
8
=
=)
* Classification of Strong Axis / Weak Axis * No classification for strong axis / weak axis
o * Direction of weak axis is disadvantageous for * Advantageous for buckling and torsion
2 buckling * Able to maximize vertical spacing of spread beam
5] * Disadvantageous for torsion * The weight of required structural steel is small
%- * Limited spacing of spread beam quantity comparing to STRUT method
& * Required horizontal / vertical Stiffener * Minimize horizontal / vertical stiffener
(Post Pile spacing within about 0.5m, Brace) (Post Pile spacing within about 20m)
* Detailed technologies of constructability, including | ¢ Flange type joint has become generalized
connecting and dismantling, etc, are generalized * No additional process in relation to stiffener
o * Generation of additional construction process for * [t's safe in construction because PPS steel pipe
2 installation / dismantling of stiffener installation process is simple
= * Risk factors are available on the spread beam * Relatively possible to reduce the construction period
g according to generation of working process + Quality control and constructability are satisfactory
= * Many obstacles have arisen when constructing because there is no construction interference with
this structure, (Close placement of supports in up PPS structure steel when constructing this structure
down left right side, and post pile)
+ Construction Period is disadvantageous relatively
D
T3 + Construction period saving effect is 15days
3 = * General
g8 § per one basement floor
* Relatively High Construction cost * Save less than a 10% of construction cost
'é'" * Advantageous for Small construction site comparing to H-shape steel type
3 * Applied to regardless the size of construction site
3 (holds a record of construction, excavation width
more than 100m)
* Inappropriate to apply it to a large size construction | ¢ Increase resistance of changes in earth pressure
site for long term period during construction according to apply to high-
strength-large-section spread beam method
@ * Diminishing displacement of abnormality of retaining
Z wall through prestress load

* Minimize subsidence of neighboring ground through
prestress load (Increase safety of adjacent building
and the buried utility assets)




» Comparison of PPS with H-Strut Method (The result from the review of alternative design)

v New Construction of officetel, Yeongdeungpo
(Construction size, area (A)-110m x 65m, Excavation Height (H)=14.5m)

v Constructability

110.10

(STRUTC.T.C) 400 4.00 ‘

_ C.LP 9500, C.T.C 500

\\ J————
\‘T@L—'-ss‘“
2 P el 3
] [EL-5.25m | :
2 | [E-e2om |
'/ STRUT ! ’\
p 2H-E00a300xt0cis =
/ o i EL-D.40mn)
5 0 // \\\\
WALE STRUT
“H-300x300 " 2H-300x300x10x15
% El49.70m
a B
Reciamanon S ~l=-
7730 — 8 8
: i 17
13730 Sedimentary Layer ™ 2lei
x hi-|--r
R Sedimesiay Ly 5 | EL-a.85m
BB o e —
80/28 S
-
s0/14 T
Waatherad Rock
C.I.P ©500, C.T.C 500

SIDE PILE:H-300x300

110.10

| esc1o so sm soy

C.1,P 500, C.T.C 500

i = —
| f'! / rd I
| EC-4.65m ||
®800-12T | E
o | EL-5.25m I ¥
: - | i i| EL=0,40m |
SR
E E\k&_ e, | | | | I 7 |
BE e _PPS (C.T.C 9.00m)
2H-588X300 & 1
3H-700x300
Sy EL+9.70m
o TIESTRNTESTES
Rocanatonsal | -
/30 — g
- o —
1atan— Sedimentary Layer ™ : =
n Iﬂ_
ol heeomal® | EL -5.25m
1 EL-5 B0 n
sps— = e
=
50/14
Weathesed Fock — 1—
_C.LP #500, C.7.C 500
Soft Rock

SIDE PILE:H-300x300

o STRUT: 6 layers, install it at space of 40 m
o Post Pile: install it at space of 7.0 m

o PPS: 3layers, install it at space of 9.0
o POST PILE, install it at space of 16.0m

© Earth work and frame construction work are easy on account of large vertical and horizontal spacing,
© Earth work and frame construction work are easy on account of minimal placement of POST PILE,

m - Shorten the construction period about 2 months
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1, EBS Digital Integration Company office Building
new construction work

Name of Construction Site: EBS Digital Integration Order Organization: Public Procurement Service
Summary_ of Company office Building new construction work Construction Period: 201409 ~ 201502 (Completion of Earth Work)
ConSt_rUCt'on Original Contractor: Kyeryong Construction Consortium + Maximum Extension of PPS and Total Executed Quantity:
Site Applied Construction Method: D/ Wall + PPS 2layers 94.0m (2,350m Construction)
» View of Construction Site

v}
g
O
Z
>
= =
g 2
g <
A o
=¥
2
Q5
75 .
e - 106,60 _ Soil Property
9] | . A
8 -  D/WALL WALE e - Deposit Sail(Silt and Sand-gravel):
= 700300

19.0~250m
- Weather Sail 1.2~15.0m

Size of Construction Site
-106.6m(W) X 94 3m(L)
- Earthwork Depth 13~16m

Quantity per Contracted Process
- D/ Wall(T=0 8m): 3,062m?
- D/ Wall(T=0.65m): 4,515m2
- Earth Work: about 124,000m?
- PPS(D=0.8m): 2,356m(2 layers)

84,15




Sectional View
WALE PPS (C.T.C 7.00m)
2H-588x300 & ©B00, 12T
2H-T700x300
EL +9.90m =
Pl e A T -
gls | |
n—— N.l_ ._._.___._m]____. o= =t
43—
?T.a_‘s.lﬁn s §
:‘ 5
830 T '_'_'_'_'_ﬂ'_'_"- '_'H '''''''
Deposit Soi (Sit) §
EL -4.55 P aE— EL-4.20
830 ’_l_l—I R T
]
-]
BO/26
Degost Sol
{Saned quality gravel)
50/24 —
Weathered Rock L D/WALL
Thk=650mm
Soft Rock

E&C

(€]

Measured DATA

=S
Maximum Horizontal Displacement of =
" (V.
Underground Clinometer (mm) @ g
2 L2 c
o =
1 o 4
¥ 0 ﬁ 5
2 ; o 4 2:
D i 2 o &
PPS i 3 =3
| 1 qver = 4
Teayef [ | —
i 5 .
I -6
1 -7
] -8
9
. € pps | ! 0
£ 2L ayer : »
g 1 -12 Excavation Occurrence Maximum Hori%%n% Displacement
'-g_ _|Excavation Height| 1 | : i Number H(erig)ht D(erg)t i DQch:urrence Asccegtagle
8 _:G'E( _):] 2}15_@:“:_:!_:_ . isplacement tandards
¥ 5 IN-1 155 05 8.790 5425
: 47 N2 145 4 9,070 5075
1 -18 IN-3 145 05 5.800 50,75
-19
1 2 IN-4 145 05 5570 50,75
: 21 IN-5 145 15 5430 5075
2 IN-6 145 05 5560 5075
—— N1 —e— N2 |28
—— N3 —e— IN4 || o4 IN-7 129 45 6.990 4515
—— IN-5 —=—IN-6
—e— N7 —e— N8 |12 IN-8 129 05 8.150 4515
—e— IN-9  —e— INF0 | -26
= = = Acceptable Standards || o7 IN-9 165 4 6620 54.25
\ [ § 1 8 IN-10 155 05 7.330 5425




2. Woomyun Samsung R&D Center
new construction work

Name of Construction Site: Woomyun Samsung R&D Center Order Organization: Samsung Electronics

Summary_ of new construction work Construction Period: 201211 ~ 201312
ConSt_rUCt'on Original Contractor: Samsung CNT Maximum Extension of PPS and Total Executed
Site Applied Construction Method: CIP+ PPS 3~5 layers Quantity: 60.0m (5,656m Construction)

) View of Construction Site

1(Complex 260omplexiVieW sl

2
9
<
B3
&y :
qé- % — L ¢ - ""_‘ f;-n;,f..‘- - e
o [a)g
3 " am—va _‘_“r - ——
g B
3 Soil Property
= 1 - Reclamation and Sedimentary Layer 9.0~18 0m
o - Weathered Rock 1.0~7.0m
Under Soft Rock Layer
Size of Construction Site Quantity per Contracted Process
- 61.0m(W) X 123 0m(L) - PPS(D=0.8m): 5,656m(3~4 layers)

- Earthwork Depth 15.5~209m

p Lower View

P RRSIDismantling




101,70

r
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Measured DATA

=
=
v 5
Maximum Horizontal Displacement of g =
Underground Clinometer (mm) [l
2 WALE PPS C.L.P ®500 g o
1 2H-588x300 & | @800,12T C.7.C 500 Q@
0 3H-700%300 D5
=] 5
2 4 fo—#—8p -1 D 3
PPS 1Layer 1 2 ! e & =
L 12/30~ == (e (S, _ e ~
! -3
| 43/20 e e = m
k 1 -4 —
| 1 5 =Y | . i
\ 1 5 BO/Td— . b _—
\} PPS 2Layer 1 . s i L Comemn FHB30
1
Y I
E PPS 3l ayer I 11
= 1 12
S I 13
?,l i 14
= > PPS 4Layer f 1
7 i -16
7 t 17
g 1 -18
A - 19
/ 1 20 Excavation Occurrence Maximum Horizontal Displacement
_ - o Number Height  Depth S (mm) p—
S S — ﬂ V{ lljg; --I L -22 (m) () Displacement Standards
1| L 1 ii IN-4 23 14 20.39 69
4 .
""I’:f +:z5 | o5 IN-5 20,66 2 -6.1 6198
—e— IN-7 -8
R ——— 23 IN-7 19.77 12 0,56 5931
| \ \ \ o8 IN-8 2176 105 1422 65.28




Best Solution & Best Partner PUMYANG E&C
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3, Incheon International Airport Second
passenger Terminal link railway

Name of Construction Site: Incheon International Airport Order Organization: Korea Rail Network Authority
Summary' of Second passenger Terminal link railway Construction Period: 2013.09 ~ 2014 12
ConSt!'UCt'on Original Contractor: Hyundai Development Company Maximum Extension of PPS and Total Executed
Site Applied Construction Method: D/ Wall + PPS 2~3 layers Quantity: 35,0m (6,000m Construction)

) T2 Station Starting Section

G

=g ,I

U S ) |
i o ——— T e

Soil Property
- Reclamation and Soil 9.0~18.0m
- Weathered Rock 1.0~7.0m

Size of Construction Site
- 35.0m(W) X 740.0m(L)
- Earthwork Depth 21.0~25.0m

Quantity per Contracted Process
- D/ Wall(T=0.8m): 45,894m?
- Maximum depth: 28 6m
- PPS(D=0.8m): 6,000m(2~3 layers)

=
o0 SSER
> 4 18 _;_I )
/ 1122 SEXeh StantingfSection e

F. o w

i

[————— 7




T2 Station Starting Section

I T e s
| 420.00 |

T2 Station Ending Section

DIWALL WALE PPS [C.T.C 6.00m)
Thik=800mm: l 2H-588x300 & 3H-700x300 ©B00-12T

22IEnnann

39.50

Sectional View 55
Ay
. . . [T
T2 Station Starting Section 85
o PPS (C.1.G 5.50m] § g
2H-588x300 & SE00-12T A
3H-T00x300
—~ . ) g
#1730 mﬁ W g
= oy LN
= A
181301 sadimantary clay = 2
um—-_l = = rr = __é:[I
— /;;/EJ)M ml !
Sedimentary clay G Layer 2
39/30 R DJ/WALL @
Sadimantary sand Thk=800mm t
Waather Soil Layer —
T2 Station Ending Section
WALE m
2H-588x300 & :la?o—[‘fz;c 2.00m)
3H-T00x300
41/30- Reclamation I.'IIFLHM'M'//'/H
' +98.30¢ | et
1230 :‘5
18/30- Saekaly i _3
_____ P
20/30- = g
18/30 il S
o
39/30-
T . p 1i2iStation EndingiSection




Best Solution & Best Partner PUMYANG E&C
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4. Gwangyang, E-Pyeonhan Sesang

Name of Construction Site: Gwangyang, E-Pyeonhan Order Organization: Korea Real Estate Investment & Trust
Sesang Construction Period: 2013,09 ~ 2014,09

Original Contractor: DAELIM Maximum Extension of PPS and Total Executed Quantity:
Applied Construction Method: D/ Wall + PPS 3 layers ~ 50.0m (2,420m Construction)

Summary of

Construction
Site

» View of Construction Site

Soil Property Quantity per Contracted Process
- Reclamation and Sedimentary - D/ WallT=0.8m)

Layer 9_O~12_§m 6,000m? (Maximum depth: 21 5m)
- Weathered Soil 6,0~9.5m

- Weathered Rock 1. 0~3 5m - PPS(D=0.8~1.0m): 2,420m(3 layers)
Under Soft Rock Layer - Earth-volume: 80.000m?

Size of Construction Site
-59.0m(W) X 116.0m(L)
- Earthwork Depth 15.5~20 9m

Sectional View

117.45

WALE ] __PPS (C.T.C 7.20m) PPS (C.T.C 5.20m)
2H-588x300 & 2H-700x300 ©B00-12T ©E00-12T
EL+6.00m 1o . [EL+6.00m
S e ‘ =} g i
Reclamation Sod | SIN' = Aﬁﬂl o = = = o 2 o e e o
WM gaaTe B @ y |
= § Ig +- 2 e s i a I=—"- % g
230 Sedr\elmlayer! F_:Il‘”— I3 | o il a el ; - _“!,
B A 1
7 N EL-B.46 +
2 PR
Wasberng it s B
32/30 — o

.
I Wiesthered Rock

Soft Rock




117.50

AHWALL. WALE.
Thk=800mm 2H-588x300 & 2H-700x300
i e = .
! = ™
/ 7.20
g

PPS (C.T.C7.20m} | |
@800-12T

~ . P
> Gongtggctio.rlhof Diaphr?gm Wall Installation of PPS

ggand|Dismantlingj«4

Best Solution & Best Partner PUMYANG E&C
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Best Solution & Best Partner PUMYANG E&C

18 / Prestressed Pipe Strut

5, Sungsu-dong, Woori bank call center

Name of Construction Site: Sungsu-dong, Woori bank call center  + Construction Period: 201104 ~ 201203
Summary_ of Original Contractor: Hwangbo construction(Earth Work) / Maximum Extension of PPS and Total Executed
Construction Dongbu (architecture) Quantity: 50.0m (1,400m Construction)

Site Applied Construction Method: D/ Wall + PPS 3~4 layers

» View of Construction Site
. ‘@ '

Soil Property Quantity per Contracted Process
- Reclamation and - D/ Wall(T=0_.8m)

Sedimentary Layer 19.0m 5,000m? (Maximum depth: 23.5m)
- Weathered Rock 19.0~22 0m - PPS(D=0.8~1.0m):

Under Soft Rock Layer 1,400m(2~3 layers)

- Earth-volume: 59,000m?3

Size of Construction Site  Including Permanent Drainage
- 47 Om(W) X 87 0m(L) and Measurement
- Earthwork Depth 17 5~21 0m

Basement 4" floor,
13" Floor above ground
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» Lower View
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6. Jamsil I PARK new construction work

Summary of

. new construction work
Construction

Site

Name of Construction Site: Jamsil ' PARK

Order Organization: KB bukuk no.1 development expertise
Construction Period: 201203 ~ 201212

Original Contractor: Hyundai Development Company « Maximum Extension of PPS and Total Executed Quantity:
Applied Construction Method: D/ Wall + PPS 3 layers  26,0m(1,000m Construction)

) View of Construction Site

Soil Property Size of Construction Site Quantity per Contracted Process
- Sand-gravel 16,0~18 0m - 27.0m(W) X 76.0m(L) - D/ Wall(T=08m)
- Weathered Rock - Earthwork Depth 18.8~23 7m 4,300m?2 (Maximum depth: 24 6m)
19.0~22.0m Lower Underpinning
Under Soft Rock Layer - PPS(D=0.8m): 1,000m(3 layers)

Sectional View

- Earth-volume: 44,000m?
Including Permanent Drainage and Measurement

ALE: o
[2H-588x300 & 2H-700x300

7707

PPS PPS DIWALL
©B00-12T | w8oo-12T ‘ Thk=B00mm

ROCK BOLT

530~  Reclamation Sai -l: P J -l J ll a a
o DL5.Eom r ! i I I
s0/27 ‘ :I |
o I i 1 |
| a a ol o o o ] ol
BaiY Sand quality gravel | f i .: ‘|’
| |
| I |
S ether Soi pa e = — i . !Il o e a ol e el %
sas3 2 -1 | | RAKER
w4 1 . Gl-2210m
Softfock = e R A0 4 ' A-GRa10m.. [
Norral Rock | I I ]




77.10
JEIWALE, WALE
[ Thk=80Omm SH-5B8x300 & 2H-700:300

27.20

GL-22.10

Measured DATA

Maximum Horizontal Displacement of
Underground Clinometer (mm)

PPS|1Laye

Best Solution & Best Partner PUMYANG E&C

2 / Prestressed Pipe Strut
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PPS pPLaye

12 } Lower.\View.
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] 19 Excavation Occurrence Maximum Horizontal Displacement
o Number Heignt  Depth (mm)
Occurrence Acceptable
21 (m) (m) Displacement Standards
calationHeight - | 0| | 2 IN-1 21 14 1867 63
m"_}ﬁ%.- S o e | 23
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7. Yeongdeungpo Officetel new construction work

Name of Construction Site: Yeongdeungpo Officetel  Order Organization: KT estate

Summary_ of new construction work Construction Period: 2014.10 ~ 2015,05(Completion of Earth Work)
ConSt_rUCt'on QOriginal Contractor: Taeyoung Maximum Extension of PPS and Total Executed Quantity:
Site Applied Construction Method: CIP + PPS 3~4 layers  62.5m (2,720m Construction)

) View of Construction Site
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Sectional View

CLLP 0500, CT.CH00  WALE PPS (1.6 5.00m) Soil Property
i s - Alluvium Layer(Sitt and Sand-gravel)
£.49.70m 23.5~25.0m

R ‘ 3; o i ?_L 7 - - Weathered Rock 1,0~2,0m

. Seiewy o g * H—— e Size of Construction Site
g 3'_ F— - - 110,1m(W) X 64 4m(L)

S | ¢ ' [ - Earthwork Depth 14.1~17 9m

Sedimentary Layer < i
- t— e

o Quantity per Contracted Process
i 2 - CP(D=05m) 17,040m

—— S - LW Grouting 17,040m

e — - Earth Work: about 97,700m?

“HReiE - PPS (D=0.8m): 2,720m(3~4 layers)




C.I.P 500, C.T.C 500

SIDE PILE (C.T.C 2.00m)
H 300x300x10/15

WALE
1 1 | 2H-700x300 & 3H-700x300
N, " /// I 'EI —4.66m| | T \\\§
: - : | | i
7{E.L-3.80m | | i] | |
e
W / ..
i / 7 PPS (C.7.C 9.00m) __|_ I . .
g 5 ©BO0-12T | || I |
: E‘ 5 gl L]
J | I
i PPS (C.T.C 5.50m) i | !
S oB00-12T | | | |
4 o k "
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| [ElL-5.25m | l
K - = ! e -
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» Wale Connection Vaulting
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8, Seokchon-dong, Bulgwangsa Jungchangbulsa
new construction work

Name of Construction Site: Seokchon-dong, Bulgwangsa + Order Organization: Jogye order of Korean Budadhism
SUENASR  jungchangbulsa new construction work Construction Period: 2011.06 ~ 201303
ST - Original Contractor: Sungil construction Maximum Extension of PPS and Total Executed
Applied Construction Method: D/ Wall + PPS 3 layers Quantity: 30.0m (250m Construction)

} V|ew of Construction Sit

Soil Property Quantity per Contracted Process
- Reclamation and - D/ Wall (T=0.8m): 4,590m?
Sedimentary Layer 11.0m Maximum depth: 23m

- Weathered Rock 25~4.6m _ ppain 8.1 om): 711m(3 layers)

Best Solution & Best Partner PUMYANG E&C

24 / Prestressed Pipe Strut

Under Soft Rock Layer
¢  Earth-volume: 52,630m°
Size of Construction Site - Lining construction: 700m?
- 34.0m(W) X 59.0m(L) - Accessorial Public Works:
- Earthwork Depth 20.5~229m  Water and Sewage
Basement 5™ floor,

5% Floor above ground

2H-588x300 & 3H-700x300
62.30

WALE




Sectional View

WALE PPS D/WALL
2H-588x300 & 3H-T700x300 ©BO0-12T Thik=B00mm
. - ___ GL+0.00m _| _Glso0om
Reclamation Layer i 8‘ el i [ AR 8'_'
o Lt
5730 I Q o [
S PPS 8
0 AT s / ®1000-14T ok
- £
& = e L1
Sedimentary Layer R’ I ' © @ o [ 5
80115 = g &
o o
} (@] Q (6] =2
s Weaather Soil Layer __] [
'+
\Weathered Rack Layer - i
- Lol S . :
ol GL-22.91m
i SRR RTTR 8[
Saft Fock Layer 2

Best Solution & Best Partner PUMYANG E&C

25 / Prestressed Pipe Strut
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26 / Prestressed Pipe Strut

new construction work

9, Sangam Doosan We' ve centium

Summary of

. new construction work
Construction

Name of Construction Site: Sangam Doosan We've centium

. Original Contractor: Doosan Engineering & Construction
Site Applied Construction Method: D/ Wall + PPS 3~4 layers

Construction Period: 2011.06 ~ 2012.04

Maximum Extension of PPS and Total Executed

Quantity: 30.0m (840m Construction)

p View of Construction Site
T3 [

Sectional View

WALE PPS

D/WALL

2H-588x300 & ©1000-14T Thk=800mm
3H-700x300
EL+13.30m | et R
li == ® ‘ -] L === T | Reclamation Layar
8
ury
== (] @ @ L £ = P
8 g
98
— e e © @ E H j
PPS s Sadimantary Layer
©1200-19T “
o ] [ ] ¢ H .,I
R ™ 4
\\ -
\ Lo LU o1
oh Weathered Riack Layer ||

Saft Rack Layer

13/30

16130

20/30

- 30130

- 5015

Soil Property
- Reclamation and Soil Layer 0.0~20.0m
- Weathered Rock 20.0~23.0m

Size of Construction Site
- 34.0m(W) X 52 0m(L)
- Earthwork Depth 19.0~23.0m

Quantity per Contracted Process
- D/ WallT=0 8m): 4 400m?
- PPS(D=08~1.0m): 840m(3~4 layers)
- Earth-volume: 38,000m?




52.10

D/WALL WALE

34.90

Thk=800mm

| EL-6.36m |

PPS (SM400)
21000, 16T

PPS (SM400)
800,167

2H-588x300 & 3H-T00x300

h?

DismantlingfandkTi

ransporntationl

Best Solution & Best Partner PUMYANG E&C

27 / Prestressed Pipe Strut
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10, Pusan Yonghoman complex facility
new construction work

Name of Construction Site: Pusan Yonghoman complex facility
Summary_ of new construction work
SR - Original Contractor: IS DONGSEO

Site Applied Construction Method: D/ Wall + PPS 4 layers

Construction Period: 201409 ~ 2015.02
(Completion of Earth Work)

Maximum Extension of PPS and Total Executed
Quantity: 58.0m (1,850m Construction)

» View of Construction Site

= ERLia e

- . J v oy o -
v | s e AN LT s o ——

3 el
< L % =

Sectional View

s WALE
2B800mm 12T 2H-588x300 &
AH-700x300
= | Adjacent buiking | '%v"/:, ?};Eg)r\n
o
[ - o
| = R A o El-0.%0m
g
=]
| Reciamation Layer
| ¢ F
Ba W
i Q_I /] Sand Layer
: [
Lol
3 Weather Soil
o
' E.L-18.20m
I AR RS,
Weathered Rock

Improved model
DIWALL 5.C.W @550
Thk=1000mm C.T.C 450

Soil Property
- Reclamation and Soil Layer 14.0~16m
- Weathered Soil 6,0~7.0m
- Weathered Rock 10.0m More

— Size of Construction Site
- 86.0m(W) X 55.0m(L)
- Earthwork Depth 21 5m
- Quantity per Contracted Process
- PPS(D=0.8m): 1,850m(4 layers)




Measured DATA

Depth (GL(-)m)

52.80

YIALE E
2H-5B8x300 & 3H-700x300

86,05

Maximum Horizontal Displacement of
Underground Clinometer (mm)

N

o

EN

PPS|1Layer

PPS|2Layer

PPS|4Layer

|
1
1
1
1
PPS|3Layer 1
1
1
I
]
1

' '
N
=

—— IN-2
—e— IN-4

m-mm
Acceptable Standards
I I

bdUddbbbbdlionn

o oo L L L L L L L
O © ®m N oo~ = O

LRI SRS
AR N

Number

IN-1
IN-2
IN-3
IN-4
IN-5
IN-6
IN-7

Excavation Occurrence

Height
(m)

218
218
218
218
218
218
218

}

» Connect.to end-par___tbf.PPS

Depth
(m)

05
05
05
05
05
05
05

A\

Maximum Horizontal Displacement

(mm)
Dodemont | Stancbres
16,650 763
14,080 76.3
15.390 763
16,160 763
14,390 76.3
14,620 763
13,900 76.3

Best Solution & Best Partner PUMYANG E&C

29 / Prestressed Pipe Strut
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Summary of

Construction
Site

) View of Construction Site

[4

11, International Temple stay new construction work

new construction work
QOriginal Contractor: Samwhan Corporation

Name of Construction Site: International Temple stay

Applied Construction Method: D/ Wall + PPS 2 layers

Order Organization: Jogye order of Korean Buddhism
Construction Period: 2008,10 ~ 200911

Maximum Extension of PPS and Total Executed
Quantity: 32.0m (662m Construction)

3830

aja

_ D/WALL PPS
| Thk=BOOmm 1Layer:9B00-127
2Layer:@1000,16T

Raclamation Layer

Sit qualty clay

o G- 80

15.91

Sand

Sand and gravel

Soil Property
- Soil Layer 19.0~29.0m
Under Weathered Rock Layer

Size of Construction Site
- 32.0m(W) X 59.0m(L)
- Earthwork Depth 14~20m

Quantity per Contracted Process
- D/ Wall(T=0.8m)
4 650m?
- PPS(80cm): 630m(2 layers)
- Earth-volume: 27 684m3
- Micro Pile: 7,752m




58.70

WALE.
3H-300x300x10x15

‘GL-15.81m |

33.30

Measured DATA

Maximum Horizontal Displacement of
Underground Clinometer (mm)

2
1
\ 0
|
-2 \% 20 45 § D -1
¢ .
% pps | ;
Y 1Layer : )
it A
L 2R ) 5
D RV 1 S V4
X\\ PPS : 8 > L s i ¥
| 7 2hayer— 9 » LowerfPPSYConstruction of MICRO PILE
7 [ 10 . T B S SERA
E 17 i 11
3 7 [
= 1 -13
= : S
= R e e 14 Excavation Occurrence Maximum Horizontal Displacement
8 Ccavalon e - |5 Number “Hegnt  Deph ™
L E(')_ Sk B LA S T (m) (m) B St
I 7 IN-1 1346 15 261 4038
i 18
S N2 1346 10 1146 4038
' 20 N3 1346 10 19,06 4038
! )
. 2t N4 1641 9 14,66 4923
2 -22
TN TN [ e N6 1501 11 10,89 4773
—— IN-7 IN-8 |—{ -25
o = hocepte Sandors | | o N7 | 1591 85 9.46 4773
[ T . N-8 | 1591 115 11.49 4773

37 / Prestressed Pipe Strut

Best Solution & Best Partner PUMYANG E&C
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12, Wirye New City IS central tower
new construction work

Summary of

ConStFUCtion Original Contractor: IS DONGSEO
Site Applied Construction Method: H-PILE + PPS 3~4 layers

Name of Construction Site: Wirye New City IS central tower
new construction work

Construction Period: 2015.02 ~ 2015.06
(Completion of Earth Work )

Maximum Extension of PPS and Total Executed
Quantity: 62 5m (1,740m Construction)

Sectional View

Raclamation Soil

710 —

ar L S

wim — -

Weather Soi

5013 —

5010

‘Weathared Rock

17.21

WALE

3H-T00x300

E.L+38.14m
FIRTTRIIRE,

410 138

395 _, _3.90

3.90

3.00

SIDE PILE (C.T.C 1.50m) _
H=300x300x10x15, SM490

2H=700x300 &

PP§ (C.T.C 6.50m)
PBO0-12T

E_+20_Q§m
B Y

\ E)L'r'l B8.43m
SRS

Soil Property
- Reclamation Layer 2 5~3.5m
- Weathered Soil(Silt and Sand)
12.6~26.6m

Size of Construction Site
- 84 7m(W) X 52 3m(L)
- Earthwork Depth 14.0~18.5m

Quantity per Contracted Process
- PPS(D=0.8m): 1,740m(3~4 layers)
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» CORNER PPS
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13, North Port Bridge private capital project
(MP2, MP3)

Summary of

Construction
Site

Name of Construction Site: North Port Bridge private capital
project (MP2, MP3)

QOriginal Contractor: Hyundai Development Company
Applied Construction Method: D/ Wall + PPS 1~2 layers

Order Organization: North Port I-Bridge
Construction Period: 2007 07 ~ 2009,08
Maximum Extension of PPS and Total Executed
Quantity: 40.0m (760m Construction)

Soil Property

- Sedimentary Soil(Sand and Gravel):
9.0~17.3m

- Weathered Soil 9,0~10.0m

- Weathered Rock 0.0~5.8m

Size of Construction Site
- MP2: 50.95m(W) X 40.15m(L)

Quantity per Contracted Process
- MP2: D/ Wall(T=1,0m): 4,380m?
CB/ WallT=1,0m): 1,690m?
R.C.D(D=2.5m): 2,045m
PPS(D=1.2m): 250m(1 layer)

MP2 Main Pier foundation plan MP3 Main Pier foundation plan

D/WALL
Thk=1000mm

A,

| b wei200,70T
X
3
N

40,15

D/WALL
Thi=1000mm

42.00

2400 -




» MP3 Main Pier foundation

Soil Property
- Soil Layer 6.8~9.5m
- Weathered Rock 0.3~2.0m

Size of Construction Site
- MP3: 22m(W) X 32m(L)
Earthwork Depth 11 9m

- MP3: D/ Wall(T=1.0m): 1,760m?
PPS(D=1.2m): 182m (2 layers)
GCP

4

> Constructidln of’DiaphragmiWall(MP3)

ok
foundatio

Best Solution & Best Partner PUMYANG E&C
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14, Algeria Oman fertilizer plant project - INTAKE

Name of Construction Site: Algeria Oman fertilizer plant project  Construction Period: 2009,11 ~ 201110
Summary of N Iz Maximum Extension of PPS and Total Executed

SSLELEEEIE . oginal Contractor: Daewoo E&C Quantity: 45,0m (319m Construction)
Site Applied Construction Method: D/ Wall + PPS 1 layer

» View of Construction Site

Soil Property Quantity per Contracted
- Intake: Reclamation Layer Process
- Intake:

Size of Construction Site D/ Wall(T=0.8m): 3,157m?
- Intake: 45.0m(W) X62.0m(L)  PPS(D=0.8m): 218m
Earthwork Depth 10.0m PPS(D=1.0m): 101m

D/WALL

s Sectional View
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» PLANT of Diaphragm Wall
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15, Algeria Oman fertilizer plant project - OUTFALL

Name of Construction Site: Algeria Oman fertilizer plant project  + Construction Period: 2009.11 ~ 201110
Summary of \cy) NI Maximum Extension of PPS and Total Exectited
Original Contractor: Daewoo E&C Quantity: 16.0m (108m Construction)

Applied Construction Method: D/ Wall + PPS 1 layer

Construction
Site

p View of Construction Site

Soil Property
- Outfall: Reclamation Layer

Size of Construction Site
- Qutfall: 30.0m(W) X 71.0m(L)
Earthwork Depth 11 9m

Quantity per Contracted Process
- Qutfall: D/ WallT=0.8m): 2,276m?
PPS(D=0.8m): 53m
PPS(D=1.0m): 55m

vy

b OUTFALL Structure S OUTEALLEStructure

Sectional View

30.00

D/WALL R/C BEAM CONC.WALE PPS

Thk=800mm (BOOx1000) (1000x1000) @800-12T

] % +6.50m NGA +6.!
] R

a SSES L SRS EXISING SEABED
SAND STONE : : . P

il
P e __

10.30

1 MElA ~0.38 {MSL)

15.10

o
NGA =3.00m r

NGA-3. 801 S e -—
GREEN MARL S — ~

4.80

GRAY MARL




70.4

D/WALL CON'c. WALE

i"rnk=eoom_m {1000x1000)

R/C BEAM

BUBBLE CURTAIN WA

iz |
800,127

olution & Best Partner PUMYANG E&C

e
!

Best

-
=
=

=
w
[}
g
o
e
[+7]
7]
0
g
0
L
o
~

(@)

oM

all®

e

» Completed Earthwork




16, Pyeongtaek integrated combined cycle
second level Sea water Lifting Pump (S.L.P)

Name of Construction Site: Pyeongtaek integrated Order Organization: Korea Western Power
Summary_ of combined cycle second level Sea water Lifting Pump (S L.P) Construction Period: 201212 ~ 201312
Construction Original Contractor: Daewoo Consortium Maximum Extension of PPS and Total Executed

Site Applied Construction Method: D/ Wall + PPS 3~4 layersicawaiy — Quantity: 30,0m (840m Construction)

) View of Construction Site
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WALE WAL Soil Property
‘ AR s - Reclamation and Soil 9.0~18 0m
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! - Weathered Rock 1.0~7.0m
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Size of Construction Site
- 31.0m(W) X 51 0m(L)
- Earthwork Depth 15 5~20 9m

8 [ 8
/ | Quantity per Contracted Process
5.00 | % / - D/ WallT=0.8m): 3,597m?
% 7L Maximum depth: 22m
L / - CB/ Wall(T=2 0m): 711m

— T T 1 -PPSID=08m): 840m(3-4 ayers
- Earth-volume: 32,700mg

‘ 51.40 ‘




